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Gamewell

Laflwos:

Velociti Series® AOM-2RF

Addressable Output Relay Control Module

Honeywell | Addressable Devices

General

The Gamewell-FCI Velociti~ Series, addressable output relay control module (AOM-
2RF) allows a Gamewell-FCl analog addressable fire alarm control panel to switch
discrete relay contacts by code command. The relay provides two isolated sets of
Form-C contacts which transfer simultaneously. Circuit connections to the relay
contacts are not supervised by the module.

The Velociti~ Series use a communication protocol that substantially increases the
speed of communication between the SLC devices and certain Gamewell-FCl analog
addressable fire alarm control panels. These devices operate in a grouped fashion. If
one of the devices in the group has a status change, the panel's microprocessor stops
the group poll and concentrates on the single device. The net result produces a
superior response speed up to five times greater than earlier designs.

The AOM-2RF Module is designed for installation in the signaling line circuit of any AOM-2RF
Gamewell-FCl analog addressable fire alarm control panel. The module contains a

panel controlled LED. The AOM-2RF is designed to mountina 4" (10.16 cm) square

junction box 2 1/8”(5.53 cm) deep.

Ordering Information
AOM-2RF: Addressable output relay control module
Table 1 lists the relay contact ratings.

CURRENT MAXIMUM LOAD
RATING VOLTAGE DESCRIPTION APPLICATION

3A 30VDC Resistive Non-Coded

2A 30VDC Resistive Coded

0.9A 110VDC Resistive Non-Coded

0.5A 125VAC Resistive Non-Coded

0.5A 30VDC Inductive Coded
(L/R=5ms)

1A 30VDC Inductive Coded
(L/R=2ms)

0.5A 125VAC Inductive Non-Coded
(PF=.35)

0.7A T5VAC Inductive Non-Coded

Table 1: Relay Contact Ratings

FEATURES & BENEFITS

e Listed under UL" ¢ Provides visual rotary, e |Includes a bi-color LED e Designed as a compact Note 1: Only the red LED
Standard 864 decimal switch that flashes green size to allow easy isoperativein panels that
addressing (01-159) wheneverthe moduleis installation do notoperateinVelocitiw
. Pffers two sets of Form addressed, and lights mode
© contacts steady red upon *Note 2: The bi-color LED
activation* functionality is not

available on the
GWF-7075 panel.



Velociti Series® AOM-2RF Technical Specifications

SYSTEMS

Supervisory Current: 000375 amps.
Average Operating Current:

255 uA (Velociti Mode)

230 uA (CLIP Mode)
Alarm Current: 0065 amps.
Operating Temperature: 32° to 120° F (0° to 49° C)
Relative Humidity: 10 to 93% relative humidity (non-
condensing)
Dimensions: 4 1/2"Hx4"Wx 1 1/4"

(114x102x3.2cm)

TEMPERATURE AND HUMIDITY RANGES
This system meets NFPA requirements for operation at O
—-49°C/32 - 120°F and at a relative humidity 93% + 2%
RH (honcondensing) at 32°C + 2°C (90°F + 3°F).
However, the useful life of the system's standby batteries
and the electronic components may be adversely affected
by extreme temperature ranges and humidity. Therefore,
itis recommended that this system and its peripherals be

installed in an environment with a normal room
temperature of 15 - 27°C/60 - 80°F.

For more information

Learn more about Gamewell-FCI's Velociti Series® AOM-2RF and

other products available by visiting www.Gamewell-FCl.com

Honeywell Gamewell-FClI
12 Clintonville Road
Northford, CT 06472-1610
203.484.7161
www.honeywell.com

STANDARDS

The Velociti Series® AOM-2RF is designed to comply with
the following standard:

UL Standard: UL 864 9th Edition

AGENCY LISTINGS AND APPROVALS

These listings and approvals apply to the modules
specified in this document. In some cases, certain
modules or applications may not be listed by certain
approval agencies, or listing may be in process. Consult
factory for latest listing status.

UL:S1913

FM: 3023594

FDNY: COA-219-02-E Vol. VI
CSFM: 7300-1703:0102

ISO 9001 Certification

9020-0625 | | 104/19
©2019 Honeywell International Inc.

For a complete listing of all
compliance approvals and
certifications, please visit:
http://www.gamewell-
fci.com/en-US/
documentation/Pages/
Listings.aspx

Velociti® Series and Gamewell-
FCI®are registered trademarks
of Honeywell International Inc.

UL®is a registered trademark
of Underwriter's Laboratories
Inc.

This document is notintended
to be used for installation
purposes. We try to keep our
product information up-to-
date and accurate. We cannot
cover all specific applications
or anticipate all requirements.
Allspecifications are subject to
change without notice.

Honeywell


http://www.gamewell-fci.com/en-US/documentation/Pages/Listings.aspx
http://www.gamewell-fci.com
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Honeywell ‘ Addressable Devices

Velociti® Series 3 Detectors

Photoelectric Detectors

Description

The Gamewell-FCl, Velociti® Series 3 intelligent photoelectric detectors with integral
communication provide point location for alarm communication and selective
maintenance. Designed in a modern bright white color, the Velociti Series 3 is
aesthetically pleasing for today's contemporary buildings.

The Velociti Series 3 smoke detectors are intelligent addressable detectors with point
ID capability that enable each detector address to be set with rotary address switches
providing exact device locations. The photoelectric detector continually monitors the
detected temperature and reports it to the fire alarm control panel. The modern
design and expanded color options support a variety of contemporary aesthetic
demands. In addition, each detector is constructed for exceptional installation and
maintenance efficiency.

The Gamewell-FCI, ASD-PL3 photoelectric detector's re-designed optical sensing
chamber is engineered to sense smoke produced by a wide range of combustion
sources in accordance with more stringent code standards. The sensitivity of Velociti
series detectors can be programmed using the control panel software to suit the
environment. The ASD-PL3R photoelectric detector is also remote test capable that
may be used with a DNR (DNRW) duct smoke detector housing. The ASD-PTL3 multi-
sensor detector offers either photoelectric detection or thermal detection through
dual electronic thermistors at 135°F fixed temperature thermal sensing.

For legacy installations, service detectors are available in the classic ivory color that
will operate in both Velociti and CLIP protocol for backwards compatibility. Service
models are designated by the -IV part number after the detector model.

Note: Although the E3 Series® and S3 Series panels support both the Velociti® and
CLIP™ protocols, the GWF-7075 panel does not support the CLIP protocol. To obtain
a complete list of panels that are listed to Velociti Series 3 detectors, refer to the
Compatibility Addendum for Gamewell-FCI Manuals, P/N:9000-0427-L8.

FEATURES & BENEFITS

Photoelectric Detector

e Complies with UL® e Contains a built-in e Providesrotaryaddress
Standard 268 7th functional test switch switches (01-159)
Edition activated by external « Supplies optionalrelay,

e Designed with a new magnet isolator, or sounder
profile to offer modern e Supports a low standby bases (standard or low
and improved current frequency)

aesthetics

e Includes dual LEDs for
360° visibility

e Offers expanded color
options



Ordering Information

NOTE: "-IV" suffix indicates Ivory color model.

NOTE: "-BL" suffix indicates Black color model.

NOTE: “WH” suffix indicates Bright White color model.
ASD-PL3: Photoelectric smoke detector, bright white,
Velociti

ASD-PL3R: Photoelectric smoke detector, remote test
capable, for use with DNR(W) duct smoke detectors, bright
white, Velociti

ASD-PTL3: Photoelectric smoke detector with thermal
sensing, bright white, Velociti

ASD-PL3-1V : Photoelectric smoke detector, ivory, Velociti/
CLIP

ASD-PL3R-IV: Photoelectric smoke detector, remote test
capable, for use with DNR(W) duct smoke detectors, ivory,
Velociti/CLIP

ASD-PTL3-IV : Photoelectric smoke detector with thermal
sensing, ivary, Velociti/CLIP

Intelligent Bases

For details on intelligent bases, refer to Data Sheet
P/N:9021-60540.

Note: “IV" suffix indicates Flashscan and CLIP devices.
“WH” suffix indicates bright white

B501-WHITE: 4" Flangeless mounting base, bright white
B501-WHITE-BP: 4" Flangeless mounting base bulk pack,
bright white

B501-1V: 4" Flangeless mounting base, ivory

B300-6: 6" Flanged mounting base, bright white
B300-6-1V: 6" Flanged mounting base, ivory

B300-6-BP: 6" Flanged mounting base bulk (Pack of 10)
B200SR-WH: Standard sounder base, bright white
B200SR-IV: Standard sounder base, ivory

B200S-WH: Intelligent addressable sounder base, bright
white

B200S-IV: Intelligent addressable sounder base, ivory
B200SR-LF-WH: Standard low frequency sounder base,
bright white

B200SR-LF-1V: Standard low frequency sounder base,
ivory

B200S-LF-WH: Intelligent addressable low frequency
sounder base, bright white

B200S-LF-1V: Intelligent addressable low frequency
sounder base, ivory

B224RB-WH: Relay base, bright white
B224RB-IV: Relay base, ivory

B224BI-WH: Isolator base, bright white
B224BI-1V: Isolator base, ivory

DNR: Intelligent duct detector housing, non-relay

DNRW: Intelligent duct detector housing, non-relay,
watertight

Ordering Information

Accessories

SMB600: Surface Mounting Kit (flanged)

TR300: Accessory Flange Ring for B300 6" Base, bright
white

TR300-1V: Accessory Flange Ring for B300 6” Base, ivory
RA100Z: Remote LED annunciator, 3-32 VDC

The annunciator mounts to a U.S. single-gang electrical
box. For use with B501 and B300-6.

CK300: Bright White detector kit (Pack of 10)

CK300-IR: White, detector color kit for use with MCS-COF
Series Detectors. (Pack of 10)

CK300-1V: Ivory, detector color kit. (Pack of 10)

CK300-IR-1V: Ivory, detector color kit for use with
MCSCOF Series detectors. (Pack of 10)

CK300-BL: Black detector kit. (Pack of 10)

CK300-IR-BL: Black, detector color kit for use with
MCSCOF Series detectors. (Pack of 10)

M02-04-01: Detector test magnet.

MO02-09-00: Test magnet with telescoping handle.
XR2B: Detector removal tool. Allows the installation and/
or removal of the detector heads from the bases in high
ceiling applications.

XP-4: Extension pole for XR2B. Shipped with three, 5-foot
(1.524,m) sections.



Velociti® Series 3 Detectors Technical Specifications

SYSTEMS

Photoelectric Intelligent Detector:
Physical Specifications
Height: 2.0inches (51 mm) installed in B300-6 base
Diameter:
6.1 inches (15.49 cm) installed in B300-6 base
4 inches (10.16 cm) installed in B501 base
Shipping Weight: 3.4 0z (96.4 g)
Operating Temperature Range:
Photo: 32° F to 122° F (0° C to 50° C)
Photo in Duct Applications: -4° F to 158° F
(-20°Cto 70°C)
Photo with Thermal: 32° F to 100° F (0° C to 38° C)
Operating Humidity Range: 10% to 93%
non-condensing

Rate-of-Rise Detection: Responds to greater than
15°F/minute or 135°F (8.3° C/minute or 57°C

Air Velocity Range: O to 4,000 ft/min
(0t01219.2 m/min)
Electrical Specifications
Voltage Range: 15t0 32VDC

Standby Current (@ 24 VDC): 200 UA (one
communication every 5 seconds with green LED
enabled)

Max Alarm Current (max.): 2 mA @ 24 VDC (one
communication every 5 seconds with red LED
enabled)

Max Current (max.): 4.5 mA @ 24 VDC (one
communication every 5 seconds with amber LED
enabled)

Isolator Load Rating: 0.0063

For more information

Learn more about Gamewell-FCI's Velociti® Series 3 Detectors
and other products available by visiting www.Gamewell-FCl.com

Honeywell Gamewell-FCI
12 Clintonville Road
Northford, CT 06472-1610
203.484.7161
www.honeywell.com

STANDARDS

The Velociti® Series 3 Photoelectric Detectors are
designed to comply with the following standard:

UL Standard: UL 268
AGENCY LISTINGS AND APPROVALS

These listings and approvals apply to the modules
specified in this document. In some cases, certain
modules or applications may not be listed by certain
approval agencies, or listing may be in process.
Consult factory for latest listing status.

UL: 52332

FM: 3023594

MEA FDNY: COA-219-02-E Vol. VI
CSFM: 7272-1703:0501

ISO 9001 Certification

9020-0617 | K | 04/2018
©2018 Honeywell International Inc

For a complete listing of all
compliance approvals and
certifications, please visit:
http://www.gamewell-
fci.com/en-US/
documentation/Pages/
Listings.aspx

E3 Series®, Velociti® and
Gamewell-FCI® are registered
trademarks of Honeywell
International Inc.

UL?is a registered trademark
of Underwriter’s Laboratories
Inc.

This documentis not intended
to be used for installation
purposes. We try to keep our
product information up-to-
date and accurate. We cannot
cover all specific applications
or anticipate all requirements.
Allspecifications are subject to
change without notice.

Honeywell


https://www.gamewell-fci.com/en-US/documentation/Pages/Listings.aspx
https://www.gamewell-fci.com
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Intelligent Non-Relay
Photoelectric Duct
Smoke Detector

The InnovairFlex™ Series are the only duct smoke
detectors flexible enough to fit configurations from

square to rectangular and everything in between.

Features

« Photoelectric, integrated low-flow technology
(detector head sold separately)

- Air velocity rating from 100 ft/min to 4,000 ft/min
« Adjusts to square and rectangular mounting configurations

- Broad ranges for operating temperature (—4°F to 158°F) and
humidity (0% to 95% non-condensing)

- Patented tool-free, plug-in sampling tubes

« New cover tamper signal

- Increased wiring space with a new 3%-inch conduit knockout

+ Housing has space for mounting a relay module

- Easily accessible code wheels on sensor head (sold separately)
- Clear cover for convenient visual inspection

- UL 268A listed

« Remote testing capability

« Requires com line power only

« NEMA Type 4 UL listed for non-hazardous indoor and outdoor
applications (DNRW only)

« UV-resistant, UL-listed housing and cover material
(DNRW only)

Agency Listings

@ MSFM

LISTED APPROVED approved
2911

3029700 3242-1653:209/210 2125

The InnovairFlex Series DNR and DNRW are intelligent
(addressable) non-relay photoelectric duct smoke detectors.
Like all InnovairFlex detectors, the DNR and DNRW both feature
an adjustable housing design that fits square and rectangular

installation footprints, mounts to both round and rectangular
ductwork, and utilizes tool-free, plug-in sampling tubes for increased
application flexibility and installation ease.

These units sense smoke in challenging conditions, operating in
airflow speeds of 100 to 4,000 feet per minute, temperatures of —4°F
to 158°F, and a humidity range of 0 to 95 percent (non-condensing).
For even more extreme environments like rooftops, the DNRW's
NEMA 4-rated watertight and UV-resistant housing protects against
windblown dirt and dust, rain, and hose directed water, enabling it
to be installed without a costly enclosure, saving time and money.

The InnovairFlex housing cover isolates the sensor head from the
low-flow feature for simple maintenance, and a cover tamper feature
initiates a trouble signal for a removed or improperly installed

sensor cover. The housing also provides a 3%-inch conduit knockout
and ample space to facilitate easy wiring and mounting of a relay
module to meet specific application requirements. These detectors
can be customized to meet local codes and specifications without
additional wiring.

The InnovairFlex line is compatible with all previous Innovair models,
including remote test accessories, for easy retrofits.

WARNING: Duct smoke detectors have specific limitations.



InnovairFlex Duct Smoke Detector Specifications

Architectural/Engineering Specifications

The air duct smoke detector shall be a System Sensor InnovairFlex™ DNR Intelligent Non-Relay Photoelectric Duct Smoke Detector and DNRW Watertight NEMA
4 Duct Smoke Detector. The detector housing shall be UL listed per UL 268A specifically for use in air handling systems. The flexible housing of the duct smoke
detector fits both square and rectangular footprints. The detector shall operate at air velocities of 100 ft/min to 4,000 ft/min (0.5 m/sec to 20.32 m/sec). The

unit shall be capable of providing a trouble signal in the event that the sensor cover is removed or improperly installed. It shall be capable of local testing via
magnetic switch or remote testing using the RTS151KEY remote test station. Terminal connections shall be of the strip and clamp method suitable for 12-18
AWG wiring.

Physical Specifications

Size: (Rectangular) 14.38in (37 cm) Length; 5 in (12.7 cm) Width; 2.5 in (6.6 cm) Depth
(Square) 7.75in (19.7 cm) Length; 9 in (22.9 cm) Width ; 2.5 in (6.35 cm) Depth

Weight: 1.61b(0.73 kg)

Environmental Rating: NEMA 4 (DNRW only)

Operating Temperature Range: —4°F to 158°F (-20°C to 70°C)

Storage Temperature Range: —22°F to 158°F (-30°C to 70° C)

Operating Humidity Range: 0% to 95% relative humidity (non-condensing)

Air Duct Velocity: 100 to 4,000 ft/min (0.5 to 20.32 m/s)

DCOIL (if included): 17.5-26.4VDC, 95 mA max

Electrical Ratings

Please see detector head installation manual for electrical specifications

Accessory Current Loads at 24 VDC

Device Standby Alarm
RA100Z 0mA 12 mA Max.
RTST151/RTS151KEY 0mA 12 mA Max.

Installing the InnovairFlex Sampling Tube
The InnovairFlex sampling tube may be installed from the front or back of the detector. The tube locks securely into place and can be removed by releasing
the front or rear locking tab (front locking tab shown below right).

A05-0422-005



Wiring for Intelligent Non-Relay Duct Smoke Detector

System wiring diagram for DNR:

|
I
|
|
|
|
|
|
| |
LINE | | I :
|
|
|
|
|
| |
|

COMM. |
COMM. |
‘{F- LINE () —TP
| |
\\\\L | I
l_ . _ I .
UL/FM LISTED 18T 2ND
CONTROL DETECTOR DETECTOR
PANEL IN LOOP IN LOOP
DNR to RA100Z:
+ RA <
(+)
RA100Z
— RA <«
(-)
REMOTE ALARM LED
OPTION 1 PER UNIT
DNR to RTS151/RTS151KEY DNR to RTS151/RTS151KEY with DCOIL Option*:

with “R” Remote Test Capable Detector Head Option:

TEST COIL + TEST COIL + ||
Q 2 *EXTERNAL 4@ Q 5
TEST COIL- |@ RTS151/RTS151KEY TESTCOIL- (@ () POWER (1) ——
COMM + |@ Z COMM + (@ ?/? 2
OUT (CONV ONLY) + @. @. e OUT (CONV ONLY) + @
Py 2 ' > RTS151/RTS151KEY
- . COMM -
CoMM - |2 é ) : 2| REMOTE TEST STATION
3 1 JUMPER
RA/RTS - | ; RARTS - |@
EJ Z] —] LED OPTION
RA + |GH 2 : RA + 9 1 PER UNIT
RTS + 53) @ RTS + |@
<] — TEST COIL OPTION
1 PERUNIT
95 mA CURRENT DRAW

*Important Notes

« The use of either the RTS151 or RTS151KEY requires the installation
of an accessory coil, DCOIL, sold separately. Please refer to the DNR
or DNRW installation manual for more information.

- The RTS151/RTS151KEY test coil circuit requires an external 24 VDC
power supply which must be UL listed.

A05-0422-005



Accessories
System Sensor provides system flexibility with a variety of accessories, including two remote test stations and different means of visible and
audible system annunciation. As with our duct smoke detectors, all duct smoke detector accessories are UL listed.

L2 )

RA100Z UL 52522

RTS151 UL S2522

RTS151KEY UL 52522

Ordering Information

Part No. Description

DNR Intelligent non-relay photoelectric low-flow duct smoke detector

DNRW Watertight intelligent non-relay photoelectric low-flow duct smoke detector

Accessories

DCOIL Remote test coil required with ETX Metal exhaust tube duct width 1ft (0.3 m)
RTS451/RTS451KEY/RTS151/RTS15TKEY

DST1 Metal sampling tube duct width up to 1ft (0.3m) M02-04-00 Test magnet

DST1.5 Metal sampling tube duct widths 1 ftto 2 ft (0.3 t0 0.6 m) RA100Z Remote annunciator alarm LED

DST3 Metal sampling tube duct widths 2 ftto 4t (0.6 t0 1.2 m) RTS151 Remote test station

DST5 Metal sampling tube duct widths 4 ft to 8 ft (1.2 t0 24 m) RTS151KEY Remote test station with key lock

DST10 Metal sampling tube duct widths 8 ftto 12t (24 t0 3.7 m) DH4000E-1 Weatherproof enclosure

P48-21-00 End cap for metal sampling tubes

©2010 System Sensor.

N

SYSTEM

SENSOR

3825 Ohio Avenue - St. Charles, IL 60174
Phone: 800-SENSOR2 - Fax: 630-377-6495

Product specifications subject to change without notice. Visit systemsensor.com for
current product information, including the latest version of this data sheet.
A05-0422-005 - 9/10 - #2470
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 3240-1653:0209 Page 1 of 1

CATEGORY: 3240 -- DUCT SMOKE DETECTOR HOUSING/BASE

LISTEE: System Sensor, Unincorporated Div of Honeywell Intl Inc.3825 Ohio Ave, St. Charles, IL
60174

Contact: Lisa Brant (203) 484-6105 Fax (203) 484-7309
Email: lisa.brant@honeywell.com

DESIGN: Models DNR, DNRW, DNRHS and DNRECL* analog photoelectric duct smoke detector
housings. The units consist of a duct detector housing, exhaust tubes, and separately listed
compatible detector head. Model DNRW is a Type 4(NEMA4) watertight enclosure. Refer to
listee's data sheet for additional detailed product description and operational considerations.

RATING: 24VDC

INSTALLATION: In accordance with listee's printed installation instruction, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, rating, air velocity and UL label.

APPROVAL.: Listed as conventional photoelectric duct smoke detector housing for use with separately
listed fire alarm control units. Refer to listee’s Installation Instruction Manual for details.

01-02-18 gt

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed
the test results and/or other data but does not make an independent verification of any claims. This listing is not
an endorsement or recommendation of the item listed. This listing should not be wused to verify correct
operational requirements or installation criteria. Refer to listee’s data sheet, installation instructions and/or other

Date Issued: July 01, 2022 Listing Expires ~ June 30, 2023

Authorized By: VICTOR WONG, Program Coordinator

Fire Engineering Division
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7300-1703:0102 Page 1 of 1
CATEGORY: 7300 -- FIRE ALARM CONTROL UNIT ACCESSORIES/MISC. DEVICES
LISTEE: GAMEWELL-FCI12 Clintonville Road, Northford, CT 06472

Contact: Lisa Brant (203) 484-6105 Fax (203) 484-7309
Email: lisa.brant@honeywell.com

DESIGN: Models AMM-4, *AMM-4F, AMM-2 and *AMM-2F monitor modules and Models AOM,
AOM-2, AOM-2R, *AOM-2RF, AOM-2S and *AOM-2SF control modules. Refer to listee's
data sheet for detailed product description and operational considerations.

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model designation, electrical rating and UL label.

APPROVAL.: Listed as accessories for use with separately listed compatible control units. System
Sensor Model SMB500 surface mount box (CSFM Listing No. 7300-1653:103) may be used
as an enclosure for these modules

NOTE: FORMERLY: 7300-0694:178
XLF: 7300-1653:0103

12-4-07

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed
the test results and/or other data but does not make an independent verification of any claims. This listing is not
an endorsement or recommendation of the item listed. This listing should not be wused to verify correct
operational requirements or installation criteria. Refer to listee’s data sheet, installation instructions and/or other

Date Issued: July 01, 2022 Listing Expires ~ June 30, 2023

Authorized By: VICTOR WONG, Program Coordinator

Fire Engineering Division
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7272-1703:0501 Page 1 of 1
CATEGORY: 7272 -- SMOKE DETECTOR-SYSTEM TYPE-PHOTOELECTRIC
LISTEE: GAMEWELL-FCI12 Clintonville Road, Northford, CT 06472

Contact: Lisa Brant (203) 484-6105 Fax (203) 484-7309
Email: lisa.brant@honeywell.com

DESIGN: Models ASD-PL3, ASD-PL3R, and ASD-PTL3 analog addressable, photoelectric smoke
detectors for open area and duct installations. Model ASD-PTL3 has a complementary heat
detector. All models are similarl except for population/depopulation of components on the
Printed Wiring Board for the intended features. All above models may be followed by two digit
Suffix indicating the color of the detector enclosure: no suffix for white, -1V for ivory, -BL for
black. Refer to listee's Installation and Maintenance Instruction for additional detailed product
description and operational considerations

RATING: 24 VDC.

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating, and UL label.

APPROVAL.: Listed as photoelectric smoke detectors. Detectors are for use with separately listed
System Sensor base Models *B501, *B210LP (CSFM Listing 7300-1653:0109), B200S and
B200SR (CSFM Listing 7300-1653:0213), B200S-LF and B200SR-LF (CSFM Listing
7300-1653:0238), B300-6 and B300-6-IS bases (CSFM Listing 7300-1653:0109), *B224BI
and *B224RB (CSFM Listing 7300-1653:0126), System Sensor duct detector housings
Models DNR and DNRW (CSFM listing 3240-1653:0209) and separately listed compatible
fire alarm control units. Refer to manufacturer’s Installation Manual for details. *All models
comply with the applicable requirements in ANSI/UL 268, Smoke Detectors for Fire Alarm
Systems, 7th Edition, January 11, 2016.

XLF: 7272-0028:0503

*Revision 12/17/19 DCC

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed
the test results and/or other data but does not make an independent verification of any claims. This listing is not
an endorsement or recommendation of the item listed. This listing should not be wused to verify correct
operational requirements or installation criteria. Refer to listee’s data sheet, installation instructions and/or other

Date Issued: July 01, 2022 Listing Expires ~ June 30, 2023

Authorized By: VICTOR WONG, Program Coordinator

Fire Engineering Division
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